Operation and Safety

Tr‘aining Course

Your &afety is Our Upmost Concern in
Working Efficiently Without Injury or
NO IJURIES Damage to the Environment.
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Operational Manual
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SELECT CORRECT WRENCH

CHECK THAT THE WRENCH SAFELY FITS APPLICATION.
POSITION THE POWER PACK AT A SAFE DISTANCE SO
HOSES & EQUIPTMENT DON'T CLUSTER THE WORK AREA

DRIVE DIRECTION CHANGE
(TO CHANGE FROM LOOSENING TO TIGHTENING)
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CONNECTING THE SYSTEM
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The wrench head and power pack are connected
by a 10,000 PSI operating twinline hose assembly.
Each hose of the twinline hose assembly will have

like connectors. (either male or female) on both ends
of the same hose.

IMPORTANT:

DO NOT Switch the connectors or connect

hydraulic hoses together.

Connect the twinline hose to the wrench head and pump.

INSURE THE CONNECTORS
ARE FULLY ENGAGED AND
SCREWED SNUGLY AND
COMPLETELY TOGETHER



INSERTING THE RATCHETING LINKS
XLCT TOOL

Note that the Ratchet Link Drive arm, is
in the forward position before connecting
the link to the wrench head.

DO NOT remove the fixed pin from the
wrench power head

The “hook” is inserted around the fixed
pin of the power wrench and the link is
swung down to rest along the base of the
power head cylinder. At this point, the
link pin holes of the power head and link
will align. Insert the link pin to secure.




HYTORC POWER PACKS ECONO RSST

CHECK PUMP OIL | POWer: _ 100PSI 50 CFM
LEVEL 1" DOWN Reservoir: 2 Gallons
FROM FILLER CAP | Maximum Hose:| 100 Feet

Air Hose Size: [1"ID

ISO/ ASTM VISCOSITY GRADE 46
(EXAMPLE: SHELL TELLUS 46)

SETTING TORQUE

PLACE WRENCH IN A SAFE POSITION.
SET PS.I. GAUGE PRESSURE

(ON REMOTE) PRESS RUN AND HOLD
SCREW IN THUMB SCREW REG ..TO...

TO LOOSEN: |SETPSITO|9500 PSI

TO TIGHTEN:|SET PSI PRESS FROM PRESS TORQUE CHART

Once the desired pressure is stabilised,
retighten the locking ring.

PRIOR TO BEGINNING TO TORQUE —
— AGAIN PRESS DOWN ON REMOTE
CONTROL BUTTON AND CONFIRM THE
CORRECT PRESSURE HAS BEEN SET.





































































